CATCH INSPECTION

Access fish hold
Assess entry method
Follow crew in and exit first
Confirm fish room plan is accurate (if applicable)
Check for hidden compartments
Minimise fish handling where possible

Conduct fish species identification
Record all species

Apply minimum conservation reference size (MCRS)
Use correct measuring devices
Measure fish / molluscs / crustaceans
Select representative sample
Identify, sort and measure undersize species
Record size distribution in notebook

Conduct a catch assessment in boxes
Record number of boxes
Utilise stowage plan
Check recovery species stored in separate boxes, containers or compartments
Utilise crew / ABO in preparations	
Rig and calibrate weighing scales
Assess weight of catch by sampling (no ice)
Record all weights
[bookmark: _GoBack]Mark weighed boxes with tallies
Apply conversion factors as required
Estimate catch in fish hold
Compare assessment with EU Logbook declaration

(Logbook - MEO) x100
Logbook

Calculate catch composition against MEO catch assessment

Conduct a catch assessment in Pounds
Assess Pounds and identify species
Measure dimensions and calculate volume in use
Complete diagram in notebook
Estimate catch in fish hold- use unit conversions
Utilise crew / ABO in preparations
Breakdown selected Pounds if required
Check weigh as appropriate
Record all weights
Apply conversion factors as required
Compare assessment with EU Logbook declaration

(Logbook - MEO) x100
Logbook

Calculate catch composition against MEO catch assessment

Estimate catch in RSW tank
Use dip tape (top of hatch to surface of species)
Use Ullage tables (cubic metres)
Estimate the catch weight via volume
Sample catch if appropriate
Compare assessment with EU Logbook declaration
 
(Logbook - MEO) x100
Logbook

Calculate catch composition against MEO catch assessment

Apply small mesh sampling procedure
Representative sample from each hold
Total sample 100 kg
Estimate / weigh target species vs by-catch retained

Estimate retained catch on deck
